Petrophysics Vol. 62 No. 5, October 2021

TABLE OF CONTENTS PAGE

ARTICLES

Binder Saturation as a Controlling Factor for Porosity Variation in 3D-Printed Sandstone
Kevin J. Hodder, Kaylee Craplewe, Sergey Ishutov, and Rick Chalaturnyk
PETROPHYSICS, VOL. 62, NO. 5 (OCTOBER 2021); PAGES 450–462; 10 FIGURES.
REFERENCE: DOI:10.30632/PJV62N5-2021a1

Enhanced Learning of Fundamental Petrophysical Concepts Through Image Processing and 3D Printing
Nayef Alyafei, Rashid Al Musleh, Jerahmeel Bautista, Mohamed Idris, and Thomas Seers
PETROPHYSICS, VOL. 62, NO. 5 (OCTOBER 2021); PAGES 463–476; 11 FIGURES; 2 TABLES.
REFERENCE: DOI:10.30632/PJV62N5-2021a2

Replication of Carbonate Reservoir Pores at the Original Size Using 3D Printing
Sergey Ishutov, Kevin Hodder, Rick Chalaturnyk, and Gonzalo Zambrano-Narvaez
PETROPHYSICS, VOL. 62, NO. 5 (OCTOBER 2021); PAGES 477–485; 4 FIGURES; 2 TABLES.
REFERENCE: DOI:10.30632/PJV62N5-2021a3

3D Printing Mudrocks: Experiments in Validating Clay as a Build Material for 3D Printing Porous Micromodels
Franciszek Hasiuk and Chris Harding
PETROPHYSICS, VOL. 62, NO. 5 (OCTOBER 2021); PAGES 486–499; 11 FIGURES; 2 TABLES.
REFERENCE: DOI:10.30632/PJV62N5-2021a4

Fractal Characterization and Petrophysical Analysis of 3D Dynamic Digital Rocks of Sandstone
Peiqiang Zhao, Miao Luo, Dong Li, Yuqi Wu, Zhiqiang Mao, and Mehdi Ostadhassan
PETROPHYSICS, VOL. 62, NO. 5 (OCTOBER 2021); PAGES 500–515; 12 FIGURES; 2 TABLES.
REFERENCE: DOI:10.30632/PJV62N5-2021a5

Pore Volume Compressibility of Unconsolidated Sand Reservoirs: Insights Gained Using Laboratory-Created Sand Pack Analogs
Lori A. Hathon, Michael T. Myers, and Abhishek Arya
PETROPHYSICS, VOL. 62, NO. 5 (OCTOBER 2021); PAGES 516–536; 17 FIGURES; 2 TABLES.
REFERENCE: DOI:10.30632/PJV62N5-2021a6

Effect of Fluids on the Elastic Properties of 3D-Printed Anisotropic Rock Models
Suresh Dande, Robert R. Stewart, and Nikolay Dyaur
PETROPHYSICS, VOL. 62, NO. 5 (OCTOBER 2021); PAGES 537–552; 13 FIGURES; 4 TABLES.
REFERENCE: DOI:10.30632/PJV62N5-2021a7

The Effect of Joint Roughness on Shear Behavior of 3D-Printed Samples Containing a Non-Persistent Joint
Sayedalireza Fereshtenejad, Jineon Kim, and Jae-Joon Song
PETROPHYSICS, VOL. 62, NO. 5 (OCTOBER 2021); PAGES 553–563; 8 FIGURES; 4 TABLES.
REFERENCE: DOI:10.30632/PJV62N5-2021a8